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006325 - SUBSTITUTION REQUEST (AFTER THE BIDDING PHASE)



 

SUBSTITUTION 

REQUEST 

 (After the Bidding Phase)  
 
Project:       

 

      

 

To:        

 

      

 

Re:       

Substitution Request Number:        

 

From:        

 

Date:        

 

A/E Project Number:       

 

Contract For:       

 
 
 
Specification Title:       Description:        
 

  Section:       Page:                          Article/Paragraph:        
 
 
 
Proposed Substitution:       
 
Manufacturer:        Address:        Phone:       
 
Trade Name:        Model No.:        
 
Installer:        Address:        Phone:        
 

History:   New product   2-5 years old   5-10 yrs old  More than 10 years old 

 

Differences between proposed substitution and specified product:        
 
      
 
      
 

 Point-by-point comparative data attached - REQUIRED BY A/E 
 
 
 
Reason for not providing specified item:        
 
      
 
Similar Installation: 
 

Project:       Architect:       
 

Address:       Owner:        
 

      Date Installed:        
 

Proposed substitution affects other parts of Work:   No   Yes; explain       
 
      
 
 
 
 
Savings to Owner for accepting substitution:       ($       ). 
 
Proposed substitution changes Contract Time:   No    Yes [Add] [Deduct]       days. 

 

 

Supporting Data Attached:   Drawings  Product Data  Samples  Tests   Reports             

 
 
 
Copyright 1996, Construction Specification Institute, 

601 Madison Street, Alexandria, VA  22314-1791 
Page    of    September 1996 

CSI Form 13.1A 

 



  

SUBSTITUTION 

REQUEST 
 (Continued) 
 
The Undersigned certifies: 

•  Proposed substitution has been fully investigated and determined to be equal or superior in all respects to specified product. 

•  Same warranty will be furnished for proposed substitution as for specified product. 

•  Same maintenance service and source of replacement parts, as applicable, is available. 

•  Proposed substitution will have no adverse effect on other trades and will not affect or delay progress schedule. 

•  Cost data as stated above is complete.  Claims for additional costs related to accepted substitution which may subsequently become 
apparent are to be waived. 

•  Proposed substitution does not affect dimensions and functional clearances. 

•  Payment will be made for changes to building design, including A/E design, detailing, and construction costs caused by the 
substitution. 

•  Coordination, installation, and changes in the Work as necessary for accepted substitution will be complete in all respects. 
 
Submitted by:       
 
Signed by:       
 
Firm:       
 
Address:       
 

      
 
Telephone:       
 
Attachments:       
 
      
 
      
 
      
 
 
 
 

A/E's REVIEW AND ACTION 

 

 Substitution approved - Make submittals in accordance with Specification Section 01330. 

 Substitution approved as noted - Make submittals in accordance with Specification Section 01330. 

 Substitution rejected - Use specified materials. 

 Substitution Request received too late - Use specified materials. 

 

Signed by:       Date:       
 
 
 
Additional Comments:  Contractor  Subcontractor  Supplier  Manufacturer  A/E        
 
      
 
      
 
      
 
      
 
      
 
      
 
      
 

 
Copyright 1996, Construction Specification Institute, 

601 Madison Street, Alexandria, VA  22314-1791 
Page    of    September 1996 

CSI Form 13.1A 
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20182.000/06-21 SUMMARY 011000 - 1

SECTION 011000 - SUMMARY
PART 1  GENERAL
1.01 PROJECT

A. Project Name:  Vine Terrace Apartments - Roof Replacement 
B. Owner's Name:  Boise City/Ada County Housing Authority.
C. Architect's Name:  CSHQA, Inc. 
D. The project consists of the replacement of roof coverings, exterior finishes and related

accessories of four (4) existing two-story buildings.
1.02 CONTRACT DESCRIPTION

A. Contract Type:  A single prime contract based on a Stipulated Price as described in Document
005000 - Contracting Forms and Supplements.

1.03 DESCRIPTION OF ALTERATIONS WORK
A. Scope of demolition and removal work is indicated on drawings and specified in Section

024100.
B. Contractor shall remove and store the following prior to start of work, for later reinstallation by

Contractor:
1. Sheet metal coping flashing.
2. Sheet metal downspouts.

1.04 OWNER OCCUPANCY
A. Owner intends to continue to occupy portions of the existing buildings during the entire

construction period.
B. Cooperate with Owner to minimize conflict and to facilitate Owner's operations.

1.05 CONTRACTOR USE OF SITE AND PREMISES
A. Construction Operations:

1. Locate and conduct construction activities in ways that will limit disturbance to site.
B. Arrange use of site and premises to allow:

1. Owner occupancy.
C. Provide access to and from site as required by law and by Owner:

1. Emergency Building Exits During Construction:  Keep all exits required by code open
during construction period; provide temporary exit signs if exit routes are temporarily
altered.

2. Do not obstruct roadways, sidewalks, or other public ways without permit.
D. Existing building spaces may not be used for storage.
E. Time Restrictions:

1. Limit conduct of especially noisy exterior work to the hours of 8-5, Monday thru Friday,
excluding any Federal holidays.

F. Utility Outages and Shutdown:
1. Limit disruption of utility services to hours the building is unoccupied. Building will be 100%

occupied during Construction.
2. Prevent accidental disruption of utility services to other facilities.

1.06 WORK SEQUENCE
A. Coordinate construction schedule and operations with Owner.

1.07 SPECIFICATION SECTIONS APPLICABLE TO ALL CONTRACTS
A. Unless otherwise noted, all provisions of the sections listed below apply to all contracts. 

Specific items of work listed under individual contract descriptions constitute exceptions.
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PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION 011000



20182.000/06-21 UNIT PRICES 012200 - 1

SECTION 012200 - UNIT PRICES
PART 1  GENERAL
1.01 SECTION INCLUDES

A. List of unit prices, for use in preparing Bids.
B. Measurement and payment criteria applicable to Work performed under a unit price payment

method.
C. Defect assessment and non-payment for rejected work.

1.02 RELATED REQUIREMENTS
A. Document - Instructions to Bidders: Instructions for preparation of pricing for Unit Prices.
B. Document - Contractor's Bid Form

1.03 COSTS INCLUDED
A. Unit Prices included on the Bid Form shall include full compensation for all required labor,

products, tools, equipment, plant, transportation, services and incidentals; erection, application
or installation of an item of the Work; overhead and profit.

1.04 UNIT QUANTITIES SPECIFIED
A. Quantities indicated in the Bid Form are for bidding and contract purposes only.  Quantities and

measurements of actual Work will determine the payment amount.
1.05 MEASUREMENT OF QUANTITIES

A. Measurement methods delineated in the individual specification sections complement the
criteria of this section.  In the event of conflict, the requirements of the individual specification
section govern.

B. Take all measurements and compute quantities.  Measurements and quantities will be verified
by Architect.

C. Measurement by Area:  Measured by square dimension using mean length and width or radius.
D. Linear Measurement:  Measured by linear dimension, at the item centerline or mean chord.
E. Stipulated Price Measurement:  Items measured by weight, volume, area, or linear means or

combination, as appropriate, as a completed item or unit of the Work.
1.06 PAYMENT

A. Payment for Work governed by unit prices will be made on the basis of the actual
measurements and quantities of Work that is incorporated in or made necessary by the Work
and accepted by the Architect, multiplied by the unit price.

B. Payment will not be made for any of the following:
1. Products wasted or disposed of in a manner that is not acceptable.
2. Products determined as unacceptable before or after placement.
3. Products not completely unloaded from the transporting vehicle.
4. Products placed beyond the lines and levels of the required Work.
5. Products remaining on hand after completion of the Work.
6. Loading, hauling, and disposing of rejected Products.

1.07 SCHEDULE OF UNIT PRICES
A. Item:  1; Section 061053 - Miscellaneous Rough Carpentry, Plywood Roof Sheathing. Includes

the removal and replacement of structural roof sheathing agreed to by Owner and Architect as
damaged.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION 012200
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20182.000/06-21 SUBSTITUTION PROCEDURES 012500 - 1

SECTION 012500 - SUBSTITUTION PROCEDURES
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Procedural requirements for proposed substitutions.
1.02 RELATED REQUIREMENTS

A. Section - Instructions to Bidders: Restrictions on timing of substitution requests.
B. Section 004325 - Substitution Request Form - During Procurement:  Required form for

substitution requests made prior to award of contract (During procurement).
C. Section 006325 - Substitution Request Form - During Construction:  Required form for

substitution requests made after award of contract (During construction).
D. Section 012200 - Unit Prices, for additional unit price requirements.
E. Section 012300 - Alternates, for product alternatives affecting this section.
F. Section 013000 - Administrative Requirements:  Submittal procedures, coordination.

1.03 DEFINITIONS
A. Substitutions:  Changes from Contract Documents requirements proposed by Contractor to

materials, products, assemblies, and equipment.
1. Substitutions for Cause:  Proposed due to changed Project circumstances beyond

Contractor's control.
a. Unavailability.
b. Regulatory changes.

2. Substitutions for Convenience:  Proposed due to possibility of offering substantial
advantage to the Project.
a. Substitution requests offering advantages solely to the Contractor will not be

considered.
PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION
3.01 GENERAL REQUIREMENTS

A. A Substitution Request for products, assemblies, materials, and equipment constitutes a
representation that the submitter:
1. Has investigated proposed product and determined that it meets or exceeds the quality

level of the specified product, equipment, assembly, or system.
2. Agrees to provide the same warranty for the substitution as for the specified product.
3. Agrees to coordinate installation and make changes to other work that may be required for

the work to be complete, with no additional cost to Owner.
4. Waives claims for additional costs or time extension that may subsequently become

apparent.
5. Agrees to reimburse Owner and Architect for review or redesign services associated with

substitution integration.
B. A Substitution Request for specified installer constitutes a representation that the submitter:

1. Has acted in good faith to obtain services of specified installer, but was unable to come to
commercial, or other terms.

C. Document each request with complete data substantiating compliance of proposed substitution
with Contract Documents.  Burden of proof is on proposer.

D. Content:  Include information necessary for tracking the status of each Substitution Request,
and information necessary to provide an actionable response.
1. Forms indicated in the Project Manual are adequate for this purpose, and must be used.

E. Limit each request to a single proposed substitution item.
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1. Submit an electronic document, combining the request form with supporting data into
single document.

3.02 SUBSTITUTION PROCEDURES DURING PROCUREMENT
A. Submittal Time Restrictions:

1. Instructions to Bidders specifies time restrictions and the documents required for
submitting substitution requests during the bidding period.

2. Owner will consider requests for substitutions only if submitted at least 7 days prior to the
date for receipt of bids.

B. Submittal Form (before award of contract):
1. Submit substitution requests by completing the form in Section 004325; see this section for

additional information and instructions.  Use only this form; other forms of submission are
unacceptable.

3.03 SUBSTITUTION PROCEDURES DURING CONSTRUCTION
A. Submittal Form (after award of contract):

1. Submit substitution requests by completing the form in Section 006325; see this section for
additional information and instructions.  Use only this form; other forms of submission are
unacceptable.

B. Architect will consider requests for substitutions only within 30 days after date bids are
submitted.

C. Submit request for Substitution for Cause immedately upon discovery of need for substitution,
but not later than 14 days prior to time required for review and approval by Architect, in order to
stay on approved project schedule.

D. Submit request for Substitution for Convenience immediately upon discovery of its potential
advantage to the project, but not later than 14 days prior to time required for review and
approval by Architect, in order to stay on approved project schedule.
1. In addition to meeting general documentation requirements, document how the requested

substitution benefits the Owner through cost savings, time savings, greater energy
conservation, or in other specific ways.

2. Document means of coordinating of substitution item with other portions of the work,
including work by affected subcontractors.

3. Bear the costs engendered by proposed substitution of:
a. Owner's compensation to the Architect for any required redesign, time spent

processing and evaluating the request.
b. Other construction by Owner.
c. Other unanticipated project considerations.

E. Substitutions will not be considered under one or more of the following circumstances:
1. When they are indicated or implied on shop drawing or product data submittals, without

having received prior approval.
2. Without a separate written request.
3. When acceptance will require revisions to Contract Documents.

3.04 RESOLUTION
A. Architect may request additional information and documentation prior to rendering a decision. 

Provide this data in an expeditious manner.
B. Architect will notify Contractor in writing of decision to accept or reject request.

1. Architect's decision following review of proposed substitution will be noted on the
submitted form.

3.05 ACCEPTANCE
A. Accepted substitutions change the work of the Project.  They will be documented and

incorporated into work of the project by Change Order, Construction Change Directive,
Architectural Supplementary Instructions, or similar instruments provided for in the Conditions of
the Contract.
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3.06 CLOSEOUT ACTIVITIES
A. See Section 017800 - Closeout Submittals, for closeout submittals.
B. Include completed Substitution Request Forms as part of the Project record.

END OF SECTION 012500
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20182.000/06-21 ADMINISTRATIVE
REQUIREMENTS

013000 - 1

SECTION 013000 - ADMINISTRATIVE REQUIREMENTS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. General administrative requirements.
B. Electronic document submittal service.
C. Preconstruction meeting.
D. Site mobilization meeting.
E. Progress meetings.
F. Construction progress schedule.
G. Contractor's daily reports.
H. Progress photographs.
I. Coordination drawings.
J. Submittals for review, information, and project closeout.
K. Number of copies of submittals.
L. Requests for Interpretation (RFI) procedures.
M. Submittal procedures.

1.02 RELATED REQUIREMENTS
A. Section - General Conditions: Dates for applications for payment.
B. Section 016000 - Product Requirements:  General product requirements.
C. Section 017000 - Execution and Closeout Requirements:  Additional coordination requirements.
D. Section 017800 - Closeout Submittals:  Project record documents; operation and maintenance

data; warranties and bonds.
1.03 REFERENCE STANDARDS

A. AIA G716 - Request for Information; 2004.
B. AIA G810 - Transmittal Letter; 2001.

1.04 GENERAL ADMINISTRATIVE REQUIREMENTS
A. Comply with requirements of Section 017000 - Execution and Closeout Requirements for

coordination of execution of administrative tasks with timing of construction activities.
B. Make the following types of submittals to Architect:

1. Requests for Information (RFI).
2. Requests for substitution.
3. Shop drawings, product data, and samples.
4. Test and inspection reports.
5. Design data.
6. Manufacturer's instructions and field reports.
7. Applications for payment and change order requests.
8. Progress schedules.
9. Coordination drawings.
10. Correction Punch List and Final Correction Punch List for Substantial Completion.
11. Closeout submittals.

1.05 PROJECT COORDINATOR
A. Construction Manager:  Ben Duke.
B. Cooperate with the Construction Manageer in allocation of mobilization areas of site; for field

offices and sheds, for access, traffic, and parking facilities.
C. During construction, coordinate use of site and facilities through the Project Coordinator.



20182.000/06-21 ADMINISTRATIVE
REQUIREMENTS

013000 - 2

D. Comply with Project Coordinator's procedures for intra-project communications; submittals,
reports and records, schedules, coordination drawings, and recommendations; and resolution of
ambiguities and conflicts.

E. Comply with instructions of the Project Coordinator for use of temporary utilities and
construction facilities.  Responsibility for providing temporary utilities and construction facilities is
identified in Section 011000 - Summary.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION
3.01 ELECTRONIC DOCUMENT SUBMITTAL SERVICE

A. All documents transmitted for purposes of administration of the contract are to be in electronic
(PDF) format, as appropriate to the document, and transmitted via email.
1. Besides submittals for review, information, and closeout, this procedure applies to

Requests for Information (RFIs), progress documentation, contract modification
documents (e.g. supplementary instructions, change proposals, change orders),
applications for payment, field reports and meeting minutes, Contractor's correction
punchlist, and any other document any participant wishes to make part of the project
record.

3.02 PRECONSTRUCTION MEETING
A. Construction Manager will schedule a meeting after Notice of Award.
B. Attendance Required:

1. Owner.
2. Architect.
3. Contractor.

C. Agenda:
1. Execution of Owner-Contractor Agreement.
2. Submission of executed bonds and insurance certificates.
3. Distribution of Contract Documents.
4. Submission of list of subcontractors, list of products, schedule of values, and progress

schedule.
5. Designation of personnel representing the parties to Contract, and Architect.
6. Procedures and processing of field decisions, submittals, substitutions, applications for

payments, proposal request, Change Orders, and Contract closeout procedures.
7. Scheduling.

D. Record minutes and distribute copies within two days after meeting to participants, with two
copies to Architect, Owner, participants, and those affected by decisions made.

3.03 SITE MOBILIZATION MEETING
A. Project Coordinator will schedule meeting at the Project site prior to Contractor occupancy.
B. Attendance Required:

1. Contractor.
2. Owner.
3. Architect.
4. Contractor's superintendent.
5. Major subcontractors.

C. Agenda:
1. Use of premises by Owner and Contractor.
2. Owner's requirements.
3. Construction facilities and controls provided by Owner.
4. Temporary utilities provided by Owner.
5. Survey and building layout.
6. Security and housekeeping procedures.
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7. Schedules.
8. Application for payment procedures.

3.04 PROGRESS MEETINGS
A. Schedule and administer meetings throughout progress of the work at maximum bi-weekly

intervals.
B. Make arrangements for meetings, prepare agenda with copies for participants, preside at

meetings.
C. Attendance Required:

1. Contractor.
2. Owner.
3. Architect.
4. Contractor's superintendent.
5. Major subcontractors.

D. Agenda:
1. Review minutes of previous meetings.
2. Review of work progress.
3. Field observations, problems, and decisions.
4. Identification of problems that impede, or will impede, planned progress.
5. Review of submittals schedule and status of submittals.
6. Review of RFIs log and status of responses.
7. Review of off-site fabrication and delivery schedules.
8. Maintenance of progress schedule.
9. Corrective measures to regain projected schedules.
10. Planned progress during succeeding work period.
11. Coordination of projected progress.
12. Maintenance of quality and work standards.
13. Effect of proposed changes on progress schedule and coordination.
14. Other business relating to work.

E. Record minutes and distribute copies within 5 days after meeting to participants and those
affected by decisions made.

3.05 CONSTRUCTION PROGRESS SCHEDULE
A. Within 5 days after date of the Agreement, established in Notice to Proceed, submit preliminary

schedule defining planned operations for the first 60 days of work, with a general outline for
remainder of work.

B. If preliminary schedule requires revision after review, submit revised schedule within 10 days.
C. Submit updated schedule with each Application for Payment.

3.06 DAILY CONSTRUCTION REPORTS
A. Include only factual information.  Do not include personal remarks or opinions regarding

operations and/or personnel.
B. Prepare a daily construction report recording the following information concerning events at

Project site and project progress:
1. Date.
2. High and low temperatures, and general weather conditions.
3. Approximate count of personnel at Project site.

a. Include a breakdown for supervisors, laborers, journeymen, equipment operators, and
helpers.

4. Major equipment at Project site.
5. Material deliveries.
6. Safety, environmental, or industrial relations incidents.
7. Meetings and significant decisions.
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8. Unusual events (submit a separate special report).
9. Stoppages, delays, shortages, and losses.  Include comparison between scheduled work

activities (in Contractor's most recently updated and published schedule) and actual
activities.  Explain differences, if any.  Note days or periods when no work was in progress
and explain the reasons why.

10. Emergency procedures.
11. Directives and requests of Authority(s) Having Jurisdiction (AHJ).
12. Change Orders received and implemented.
13. Testing and/or inspections performed.
14. List of verbal instruction given by Owner and/or Architect.
15. Signature of Contractor's authorized representative.

3.07 PROGRESS PHOTOGRAPHS
A. Submit photographs with each application for payment, taken not more than 3 days prior to

submission of application for payment.
B. Photography Type:  Digital; electronic files.
C. In addition to periodic, recurring views, take photographs of each of the following events:

1. Final completion, minimum of ten (10) photos.
3.08 COORDINATION DRAWINGS
3.09 REQUESTS FOR INFORMATION (RFI)

A. Definition:  A request seeking one of the following:
1. An interpretation, amplification, or clarification of some requirement of Contract

Documents arising from inability to determine from them the exact material, process, or
system to be installed; or when the elements of construction are required to occupy the
same space (interference); or when an item of work is described differently at more than
one place in Contract Documents.

2. A resolution to an issue which has arisen due to field conditions and affects design intent.
B. Whenever possible, request clarifications at the next appropriate project progress meeting, with

response entered into meeting minutes, rendering unnecessary the issuance of a formal RFI.
C. Preparation:  Prepare an RFI immediately upon discovery of a need for interpretation of

Contract Documents.  Failure to submit a RFI in a timely manner is not a legitimate cause for
claiming additional costs or delays in execution of the work.
1. Prepare a separate RFI for each specific item.

a. Review, coordinate, and comment on requests originating with subcontractors and/or
materials suppliers.

b. Do not forward requests which solely require internal coordination between
subcontractors.

2. Prepare in a format and with content acceptable to Owner.
a. Use AIA G716 - Request for Information .

3. Prepare using an electronic version of the form appended to this section.
4. Combine RFI and its attachments into a single electronic file.  PDF format is preferred.

D. Reason for the RFI:  Prior to initiation of an RFI, carefully study all Contract Documents to
confirm that information sufficient for their interpretation is definitely not included.
1. Include in each request Contractor's signature attesting to good faith effort to determine

from Contract Documents information requiring interpretation.
2. Unacceptable Uses for RFIs:  Do not use RFIs to request the following::

a. Approval of submittals (use procedures specified elsewhere in this section).
b. Approval of substitutions (see Section - 016000 - Product Requirements)
c. Changes that entail change in Contract Time and Contract Sum (comply with

provisions of the Conditions of the Contract).
d. Different methods of performing work than those indicated in the Contract Drawings

and Specifications (comply with provisions of the Conditions of the Contract).
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3. Improper RFIs:  Requests not prepared in compliance with requirements of this section,
and/or missing key information required to render an actionable response.  They will be
returned without a response, with an explanatory notation.

4. Frivolous RFIs:  Requests regarding information that is clearly indicated on, or reasonably
inferable from, Contract Documents, with no additional input required to clarify the
question.  They will be returned without a response, with an explanatory notation.
a. The Owner reserves the right to assess the Contractor for the costs (on

time-and-materials basis) incurred by the Architect, and any of its consultants, due to
processing of such RFIs.

E. Content:  Include identifiers necessary for tracking the status of each RFI, and information
necessary to provide an actionable response.
1. Official Project name and number, and any additional required identifiers established in

Contract Documents.
2. Owner's, Architect's, and Contractor's names.
3. Discrete and consecutive RFI number, and descriptive subject/title.
4. Issue date, and requested reply date.
5. Reference to particular Contract Document(s) requiring additional

information/interpretation.  Identify pertinent drawing and detail number and/or specification
section number, title, and paragraph(s).

6. Annotations:  Field dimensions and/or description of conditions which have engendered
the request.

7. Contractor's suggested resolution:  A written and/or a graphic solution, to scale, is required
in cases where clarification of coordination issues is involved, for example; routing,
clearances, and/or specific locations of work shown diagrammatically in Contract
Documents.  If applicable, state the likely impact of the suggested resolution on Contract
Time or the Contract Sum.

F. Attachments:  Include sketches, coordination drawings, descriptions, photos, submittals, and
other information necessary to substantiate the reason for the request.

G. RFI Log:  Prepare and maintain a tabular log of RFIs for the duration of the project.
1. Indicate current status of every RFI.  Update log promptly and on a regular basis.
2. Note dates of when each request is made, and when a response is received.
3. Highlight items requiring priority or expedited response.
4. Highlight items for which a timely response has not been received to date.

H. Review Time:  Architect will respond and return RFIs to Contractor within three calendar days of
receipt.  For the purpose of establishing the start of the mandated response period, RFIs
received after 3:00 PM will be considered as having been received on the following regular
working day.
1. Response period may be shortened or lengthened for specific items, subject to mutual

agreement, and recorded in a timely manner in progress meeting minutes.
I. Responses:  Content of answered RFIs will not constitute in any manner a directive or

authorization to perform extra work or delay the project.  If in Contractor's belief it is likely to lead
to a change to Contract Sum or Contract Time, promptly issue a notice to this effect, and follow
up with an appropriate Change Order request to Owner.
1. Response may include a request for additional information, in which case the original RFI

will be deemed as having been answered, and an amended one is to be issued forthwith. 
Identify the amended RFI with an R suffix to the original number.

2. Do not extend applicability of a response to specific item to encompass other similar
conditions, unless specifically so noted in the response.

3. Upon receipt of a response, promptly review and distribute it to all affected parties, and
update the RFI Log.

4. Notify Architect within one calendar day if an additional or corrected response is required
by submitting an amended version of the original RFI, identified as specified above.
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3.10 SUBMITTALS FOR REVIEW
A. When the following are specified in individual sections, submit them for review:

1. Product data.
2. Design data.
3. Shop drawings.
4. Samples for selection.
5. Samples for verification.

B. Submit to Architect for review for the limited purpose of checking for compliance with
information given and the design concept expressed in Contract Documents.

C. Samples will be reviewed for aesthetic, color, or finish selection.
D. After review, provide copies and distribute in accordance with SUBMITTAL PROCEDURES

article below and for record documents purposes described in Section 017800 - Closeout
Submittals.

3.11 SUBMITTALS FOR INFORMATION
A. When the following are specified in individual sections, submit them for information:

1. Design data.
2. Sustainability design submittals and reports.
3. Certificates.
4. Test reports.
5. Inspection reports.
6. Manufacturer's instructions.
7. Manufacturer's field reports.
8. Other types indicated.

B. Submit for Architect's knowledge as contract administrator or for Owner.
3.12 SUBMITTALS FOR PROJECT CLOSEOUT

A. Submit Correction Punch List for Substantial Completion.
B. Submit Final Correction Punch List for Substantial Completion.
C. When the following are specified in individual sections, submit them at project closeout in

compliance with requirements of Section 017800 - Closeout Submittals:
1. Project record documents.
2. Operation and maintenance data.
3. Warranties.
4. Bonds.
5. Other types as indicated.

D. Final Property Survey - All punch list items complete, verified by inspection or Architect,
Construction Manager, Maintenance supervisor or assigns.

E. Submit for Owner's benefit during and after project completion.
3.13 NUMBER OF COPIES OF SUBMITTALS

A. Electronic Documents:  Submit one electronic copy in PDF format; an electronically-marked up
file will be returned.  Create PDFs at native size and right-side up; illegible files will be rejected.

B. Samples: Submit the number specified in individual specification sections.
1. Retained samples will not be returned to Contractor unless specifically so stated.

3.14 SUBMITTAL PROCEDURES
A. General Requirements:

1. Use a separate transmittal for each item.
2. Use a single transmittal for related items.
3. Submit separate packages of submittals for review and submittals for information, when

included in the same specification section.



20182.000/06-21 ADMINISTRATIVE
REQUIREMENTS

013000 - 7

4. Transmit using approved form.
a. Use Form AIA G810.

5. Sequentially identify each item.  For revised submittals use original number and a
sequential combination numberical and alphabetical suffix.

6. Identify:  Project; Contractor; subcontractor or supplier; pertinent drawing and detail
number; and specification section number and article/paragraph, as appropriate on each
copy.

7. Apply Contractor's stamp, signed or initialed certifying that review, approval, verification of
products required, field dimensions, adjacent construction work, and coordination of
information is in accordance with the requirements of the work and Contract Documents.
a. Submittals from sources other than the Contractor, or without Contractor's stamp will

not be acknowledged, reviewed, or returned.
8. Schedule submittals to expedite the Project, and coordinate submission of related items.

a. For each submittal for review, allow 5 days excluding delivery time to and from the
Contractor.

b. For sequential reviews involving Architect's consultants, Owner, or another affected
party, allow an additional 3 days.

9. Identify variations from Contract Documents and product or system limitations that may be
detrimental to successful performance of the completed work.

10. Provide space for Contractor and Architect review stamps.
11. When revised for resubmission, identify all changes made since previous submission.
12. Distribute reviewed submittals.  Instruct parties to promptly report inability to comply with

requirements.
13. Incomplete submittals will not be reviewed, unless they are partial submittals for distinct

portion(s) of the work, and have received prior approval for their use.
14. Submittals not requested will be recognized, and will be returned "Not Reviewed",

B. Product Data Procedures:
1. Submit only information required by individual specification sections.
2. Collect required information into a single submittal.
3. Submit concurrently with related shop drawing submittal.
4. Do not submit (Material) Safety Data Sheets for materials or products.
5. Submit sustainable design reporting submittals under separate cover.

C. Shop Drawing Procedures:
1. Prepare accurate, drawn-to-scale, original shop drawing documentation by interpreting

Contract Documents and coordinating related work.
2. Do not reproduce Contract Documents to create shop drawings.
3. Use of reproductions of Contract Documents in digital data form to create shop drawings is

not permitted.
4. Generic, non-project-specific information submitted as shop drawings do not meet the

requirements for shop drawings.
D. Samples Procedures:

1. Transmit related items together as single package.
2. Identify each item to allow review for applicability in relation to shop drawings showing

installation locations.
3. Include with transmittal high-resolution image files of samples to facilitate electronic review

and approval.  Provide separate submittal page for each item image.
3.15 SUBMITTAL REVIEW

A. Submittals for Review:  Architect will review each submittal, and approve, or take other
appropriate action.

B. Submittals for Information:  Architect will acknowledge receipt and review.  See below for
actions to be taken.

C. Architect's actions will be reflected by marking each returned submittal using virtual stamp on
electronic submittals.
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1. Notations may be made directly on submitted items and/or listed on appended Submittal
Review cover sheet.

D. Architect's and consultants' actions on items submitted for review:
1. Authorizing purchasing, fabrication, delivery, and installation:

a. "Approved", or language with same legal meaning.
b. "Approved as Noted, Resubmission not required", or language with same legal

meaning.
1) At Contractor's option, submit corrected item, with review notations

acknowledged and incorporated.
2. Not Authorizing fabrication, delivery, and installation:

a. "Revise and Resubmit".
1) Resubmit revised item, with review notations acknowledged and incorporated.
2) Non-responsive resubmittals may be rejected.

b. "Rejected".
1) Submit item complying with requirements of Contract Documents.

E. Architect's and consultants' actions on items submitted for information:
1. Items for which no action was taken:

a. "Received" -  to notify the Contractor that the submittal has been received for record
only.

END OF SECTION 013000
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SECTION 014000 - QUALITY REQUIREMENTS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Submittals.
B. Quality assurance.
C. References and standards.
D. Testing and inspection agencies and services.
E. Control of installation.
F. Tolerances.
G. Manufacturers' field services.
H. Defect Assessment.

1.02 RELATED REQUIREMENTS
A. Document 003100 - Available Project Information:  Soil investigation data.
B. Docuent - General Conditions: Inspections and approvals required by public authorities.
C. Section 013000 - Administrative Requirements:  Submittal procedures.

1.03 REFERENCE STANDARDS
A. ASTM C1021 - Standard Practice for Laboratories Engaged in Testing of Building Sealants;

2008 (Reapproved 2014).
B. ASTM C1077 - Standard Practice for Agencies Testing Concrete and Concrete Aggregates for

Use in Construction and Criteria for Testing Agency Evaluation; 2017.
C. ASTM C1093 - Standard Practice for Accreditation of Testing Agencies for Masonry; 2019.
D. ASTM D3740 - Standard Practice for Minimum Requirements for Agencies Engaged in the

Testing and/or Inspection of Soil and Rock as Used in Engineering Design and Construction;
2019.

E. ASTM E329 - Standard Specification for Agencies Engaged in Construction Inspection, Testing,
or Special Inspection; 2020.

F. ASTM E543 - Standard Specification for Agencies Performing Nondestructive Testing; 2015.
G. ASTM E699 - Standard Specification for Agencies Involved in Testing, Quality Assurance, and

Evaluating of Manufactured Building Components; 2016.
H. IAS AC89 - Accreditation Criteria for Testing Laboratories; 2018.

1.04 DEFINITIONS
1.05 SUBMITTALS

A. See Section 013000 - Administrative Requirements, for submittal procedures.
B. Certificates:  When specified in individual specification sections, submit certification by the

manufacturer and Contractor or installation/application subcontractor to Architect, in quantities
specified for Product Data.
1. Indicate material or product complies with or exceeds specified requirements.  Submit

supporting reference data, affidavits, and certifications as appropriate.
2. Certificates may be recent or previous test results on material or product, but must be

acceptable to Architect.
C. Manufacturer's Instructions:  When specified in individual specification sections, submit printed

instructions for delivery, storage, assembly, installation, start-up, adjusting, and finishing, for the
Owner's information.  Indicate special procedures, perimeter conditions requiring special
attention, and special environmental criteria required for application or installation.

D. Manufacturer's Field Reports:  Submit reports for Architect's benefit as contract administrator or
for Owner.
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1. Submit report in duplicate within 30 days of observation to Architect for information.
2. Submit for information for the limited purpose of assessing compliance with information

given and the design concept expressed in the Contract Documents.
1.06 REFERENCES AND STANDARDS

A. For products and workmanship specified by reference to a document or documents not included
in the Project Manual, also referred to as reference standards, comply with requirements of the
standard, except when more rigid requirements are specified or are required by applicable
codes.

B. Comply with reference standard of date of issue current on date of Contract Documents, except
where a specific date is established by applicable code.

1.07 TESTING AND INSPECTION AGENCIES AND SERVICES
PART 3  EXECUTION
2.01 CONTROL OF INSTALLATION

A. Monitor quality control over suppliers, manufacturers, products, services, site conditions, and
workmanship, to produce work of specified quality.

B. Comply with manufacturers' instructions, including each step in sequence.
C. Should manufacturers' instructions conflict with Contract Documents, request clarification from

Architect before proceeding.
D. Comply with specified standards as minimum quality for the work except where more stringent

tolerances, codes, or specified requirements indicate higher standards or more precise
workmanship.

E. Have work performed by persons qualified to produce required and specified quality.
F. Verify that field measurements are as indicated on shop drawings or as instructed by the

manufacturer.
G. Secure products in place with positive anchorage devices designed and sized to withstand

stresses, vibration, physical distortion, and disfigurement.
2.02 TOLERANCES

A. Monitor fabrication and installation tolerance control of products to produce acceptable Work. 
Do not permit tolerances to accumulate.

B. Comply with manufacturers' tolerances.  Should manufacturers' tolerances conflict with Contract
Documents, request clarification from Architect before proceeding.

C. Adjust products to appropriate dimensions; position before securing products in place.
2.03 TESTING AND INSPECTION

A. Testing Agency Duties:
1. Provide qualified personnel at site.  Cooperate with Architect and Contractor in

performance of services.
2. Perform specified sampling and testing of products in accordance with specified

standards.
3. Ascertain compliance of materials and mixes with requirements of Contract Documents.
4. Promptly notify Architect and Contractor of observed irregularities or non-compliance of

Work or products.
5. Perform additional tests and inspections required by Architect.
6. Submit reports of all tests/inspections specified.

B. Limits on Testing/Inspection Agency Authority:
1. Agency may not release, revoke, alter, or enlarge on requirements of Contract Documents.
2. Agency may not approve or accept any portion of the Work.
3. Agency may not assume any duties of Contractor.
4. Agency has no authority to stop the Work.



20182.000/06-21 QUALITY REQUIREMENTS 014000 - 3

C. Contractor Responsibilities:
1. Deliver to agency at designated location, adequate samples of materials proposed to be

used that require testing, along with proposed mix designs.
2. Cooperate with laboratory personnel, and provide access to the Work and to

manufacturers' facilities.
3. Provide incidental labor and facilities:

a. To provide access to Work to be tested/inspected.
b. To obtain and handle samples at the site or at source of Products to be

tested/inspected.
c. To facilitate tests/inspections.
d. To provide storage and curing of test samples.

4. Notify Architect and laboratory 24 hours prior to expected time for operations requiring
testing/inspection services.

5. Employ services of an independent qualified testing laboratory and pay for additional
samples, tests, and inspections required by Contractor beyond specified requirements.

6. Arrange with Owner's agency and pay for additional samples, tests, and inspections
required by Contractor beyond specified requirements.

D. Re-testing required because of non-compliance with specified requirements shall be performed
by the same agency on instructions by Architect.

E. Re-testing required because of non-compliance with specified requirements shall be paid for by
Contractor.

2.04 MANUFACTURERS' FIELD SERVICES
A. When specified in individual specification sections, require material or product suppliers or

manufacturers to provide qualified staff personnel to observe site conditions, conditions of
surfaces and installation, quality of workmanship as applicable, and to initiate instructions when
necessary.

B. Report observations and site decisions or instructions given to applicators or installers that are
supplemental or contrary to manufacturers' written instructions.

2.05 DEFECT ASSESSMENT
A. Replace Work or portions of the Work not complying with specified requirements.
B. If, in the opinion of Architect, it is not practical to remove and replace the work, Architect will

direct an appropriate remedy or adjust payment.
END OF SECTION 014000
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SECTION 015000 - TEMPORARY FACILITIES AND CONTROLS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Temporary sanitary facilities.
B. Temporary Controls:  Barriers, enclosures, and fencing.
C. Security requirements.
D. Vehicular access and parking.
E. Waste removal facilities and services.
F. Project identification sign.

1.02 REFERENCE STANDARDS
A. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2021.
B. ASTM E90 - Standard Test Method for Laboratory Measurement of Airborne Sound

Transmission Loss of Building Partitions and Elements; 2009 (Reapproved 2016).
1.03 TEMPORARY SANITARY FACILITIES

A. Provide and maintain required facilities and enclosures.  Provide at time of project mobilization.
B. Use of existing facilities is permitted.
C. Maintain daily in clean and sanitary condition.

1.04 BARRIERS
A. Provide barriers to prevent unauthorized entry to construction areas, to prevent access to areas

that could be hazardous to workers or the public, to allow for owner's use of site and to protect
existing facilities and adjacent properties from damage from construction operations and
demolition.

B. Provide protection for plants designated to remain.  Replace damaged plants.
C. Protect non-owned vehicular traffic, stored materials, site, and structures from damage.

1.05 FENCING
A. Provide 6 foot (1.8 m) high fence around construction site; equip with vehicular and pedestrian

gates with locks.
1.06 EXTERIOR ENCLOSURES

A. Provide temporary roofing as specified in Section 075400 and 073113.
1.07 SECURITY - SEE SECTION 013553

A. Provide security and facilities to protect Work, existing facilities, and Owner's operations from
unauthorized entry, vandalism, or theft.

1.08 VEHICULAR ACCESS AND PARKING - SEE SECTION 015500
A. Comply with regulations relating to use of streets and sidewalks, access to emergency facilities,

and access for emergency vehicles.
B. Coordinate access and haul routes with governing authorities and Owner.
C. Provide and maintain access to fire hydrants, free of obstructions.
D. No parking in the complex. Street parking only.
E. Do not allow vehicle parking on existing pavement.

1.09 WASTE REMOVAL
A. Provide waste removal facilities and services as required to maintain the site in clean and

orderly condition.
B. Provide containers with lids.  Remove trash from site periodically.
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C. If materials to be recycled or re-used on the project must be stored on-site, provide suitable
non-combustible containers; locate containers holding flammable material outside the structure
unless otherwise approved by the authorities having jurisdiction.

D. Open free-fall chutes are not permitted.  Terminate closed chutes into appropriate containers
with lids.

1.10 PROJECT IDENTIFICATION
A. Erect on site at location indicated.
B. Erect on site at location established by Architect.
C. Provide project identification sign of design, construction, and location approved by Owner.
D. No other signs are allowed without Owner permission except those required by law.

1.11 REMOVAL OF UTILITIES, FACILITIES, AND CONTROLS
A. Remove temporary utilities, equipment, facilities, materials, prior to Date of Substantial

Completion inspection.
B. Clean and repair damage caused by installation or use of temporary work.
C. Restore existing facilities used during construction to original condition.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION 015000
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SECTION 017000 - EXECUTION AND CLOSEOUT REQUIREMENTS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Examination, preparation, and general installation procedures.
B. Requirements for alterations work, including selective demolition.
C. Pre-installation meetings.
D. Cutting and patching.
E. Surveying for laying out the work.
F. Cleaning and protection.
G. Closeout procedures, including Contractor's Correction Punch List, except payment procedures.
H. General requirements for maintenance service.

1.02 RELATED REQUIREMENTS
A. Section 011000 - Summary:  Limitations on working in existing building; continued occupancy;

work sequence; identification of salvaged and relocated materials.
B. Section 013000 - Administrative Requirements:  Submittals procedures.
C. Section 014000 - Quality Requirements:  Testing and inspection procedures.
D. Section 015000 - Temporary Facilities and Controls.
E. Section 015100 - Temporary Utilities:  Temporary heating, cooling, and ventilating facilities.
F. Section 024100 - Demolition:  Demolition of whole structures and parts thereof; site utility

demolition.
1.03 REFERENCE STANDARDS

A. NFPA 241 - Standard for Safeguarding Construction, Alteration, and Demolition Operations;
2019.

1.04 QUALIFICATIONS
A. For surveying work, employ a land surveyor registered in the State in which the Project is

located and acceptable to Architect.  Submit evidence of surveyor's Errors and Omissions
insurance coverage in the form of an Insurance Certificate.  Employ only individual(s) trained
and experienced in collecting and recording accurate data relevant to ongoing construction
activities,

1.05 PROJECT CONDITIONS
A. Ventilate enclosed areas to assist cure of materials, to dissipate humidity, and to prevent

accumulation of dust, fumes, vapors, or gases.
B. Dust Control:  Execute work by methods to minimize raising dust from construction operations. 

Provide positive means to prevent air-borne dust from dispersing into atmosphere and over
adjacent property.

C. Noise Control:  Provide methods, means, and facilities to minimize noise produced by
construction operations.
1. At All Times:  Excessively noisy tools and operations will not be tolerated inside the

building between the hours of 8 am to 5 pm; excessively noisy includes jackhammers.
2. Outdoors:  Limit conduct of especially noisy exterior work to the hours of 8 am to 5 pm.

1.06 COORDINATION
A. See Section 011000 for occupancy-related requirements.
B. Coordinate scheduling, submittals, and work of the various sections of the Project Manual to

ensure efficient and orderly sequence of installation of interdependent construction elements,
with provisions for accommodating items installed later.

C. Notify affected utility companies and comply with their requirements.
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D. Coordinate space requirements, supports, and installation of mechanical and electrical work
that are indicated diagrammatically on drawings.  Follow routing indicated for pipes, ducts, and
conduit, as closely as practicable; place runs parallel with lines of building. Utilize spaces
efficiently to maximize accessibility for other installations, for maintenance, and for repairs.

E. Coordinate completion and clean-up of work of separate sections.
F. After susbstantial completion, coordinate access to site for correction of defective work and

work not in accordance with Contract Dcuments, to minimize disruptin of Owner's activities.
PART 2  PRODUCTS
2.01 PATCHING MATERIALS

A. New Materials:  As specified in product sections; match existing products and work for patching
and extending work.

B. Type and Quality of Existing Products:  Determine by inspecting and testing products where
necessary, referring to existing work as a standard.

C. Product Substitution:  For any proposed change in materials, submit request for substitution
described in Section 016000 - Product Requirements.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that existing site conditions and substrate surfaces are acceptable for subsequent work. 
Start of work means acceptance of existing conditions.

B. Verify that existing substrate is capable of structural support or attachment of new work being
applied or attached.

C. Examine and verify specific conditions described in individual specification sections.
D. Take field measurements before confirming product orders or beginning fabrication, to minimize

waste due to over-ordering or misfabrication.
E. Prior to Cutting:  Examine existing conditions prior to commencing work, including elements

subject to damage or movement during cutting and patching.  After uncovering existing work,
assess conditions affecting performance of work.  Beginning of cutting or patching means
acceptance of existing conditions.

3.02 PREPARATION
A. Clean substrate surfaces prior to applying next material or substance.
B. Seal cracks or openings of substrate prior to applying next material or substance.
C. Apply manufacturer required or recommended substrate primer, sealer, or conditioner prior to

applying any new material or substance in contact or bond.
3.03 PREINSTALLATION MEETINGS

A. When required in individual specification sections, convene a preinstallation meeting at the site
prior to commencing work of the section.

B. Require attendance of parties directly affecting, or affected by, work of the specific section.
C. Notify Architect four days in advance of meeting date.
D. Prepare agenda and preside at meeting:

1. Review conditions of examination, preparation and installation procedures.
2. Review coordination with related work.

E. Record minutes and distribute copies within two days after meeting to participants, with two
copies to Architect, Owner, participants, and those affected by decisions made.

3.04 LAYING OUT THE WORK
A. Verify locations of survey control points prior to starting work.
B. Promptly notify Architect of any discrepancies discovered.
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C. Protect survey control points prior to starting site work; preserve permanent reference points
during construction.

D. Promptly report to Architect the loss or destruction of any reference point or relocation required
because of changes in grades or other reasons.

E. Replace dislocated survey control points based on original survey control.  Make no changes
without prior written notice to  Architect.

F. Utilize recognized engineering survey practices.
G. Establish elevations, lines and levels.  Locate and lay out by instrumentation and similar

appropriate means:
1. Grid or axis for structures.

H. Periodically verify layouts by same means.
3.05 GENERAL INSTALLATION REQUIREMENTS

A. Install products as specified in individual sections, in accordance with manufacturer's
instructions and recommendations, and so as to avoid waste due to necessity for replacement.

B. Make vertical elements plumb and horizontal elements level, unless otherwise indicated.
C. Install equipment and fittings plumb and level, neatly aligned with adjacent vertical and

horizontal lines, unless otherwise indicated.
D. Make neat transitions between different surfaces, maintaining texture and appearance.  

3.06 ALTERATIONS
A. Drawings showing existing construction and utilities are based on casual field observation and

existing record documents only.
1. Verify that construction and utility arrangements are as indicated.
2. Report discrepancies to Architect before disturbing existing installation.
3. Beginning of alterations work constitutes acceptance of existing conditions.

B. Maintain weatherproof exterior building enclosure except for interruptions required for
replacement or modifications; take care to prevent water and humidity damage.
1. Where openings in exterior enclosure exist, provide construction to make exterior

enclosure weatherproof.
C. Remove existing work as indicated and as required to accomplish new work.

1. Remove rotted wood, corroded metals, and deteriorated masonry and concrete; replace
with new construction specified.

2. Remove items indicated on drawings.
3. Relocate items indicated on drawings.

D. Services (Including but not limited to HVAC, Plumbing, Fire Protection, Electrical, and
Telecommunications):  Remove, relocate, and extend existing systems to accommodate new
construction.
1. Maintain existing active systems that are to remain in operation; maintain access to

equipment and operational components; if necessary, modify installation to allow access or
provide access panel.

2. Where existing systems or equipment are not active and Contract Documents require
reactivation, put back into operational condition; repair supply, distribution, and equipment
as required.

E. Protect existing work to remain.
1. Prevent movement of structure; provide shoring and bracing if necessary.
2. Perform cutting to accomplish removals neatly and as specified for cutting new work.
3. Repair adjacent construction and finishes damaged during removal work.

F. Patching:  Where the existing surface is not indicated to be refinished, patch to match the
surface finish that existed prior to cutting.  Where the surface is indicated to be refinished, patch
so that the substrate is ready for the new finish.
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G. Remove demolition debris and abandoned items from alterations areas and dispose of off-site;
do not burn or bury.

3.07 CUTTING AND PATCHING
A. Whenever possible, execute the work by methods that avoid cutting or patching.
B. Perform whatever cutting and patching is necessary to:

1. Complete the work.
2. Fit products together to integrate with other work.
3. Provide openings for penetration of mechanical, electrical, and other services.
4. Match work that has been cut to adjacent work.
5. Repair areas adjacent to cuts to required condition.
6. Repair new work damaged by subsequent work.
7. Remove and replace defective and non-complying work.

C. Execute work by methods that avoid damage to other work and that will provide appropriate
surfaces to receive patching and finishing.  

D. Cut rigid materials using masonry saw or core drill.  Pneumatic tools not allowed without prior
approval.

E. Restore work with new products in accordance with requirements of Contract Documents.
F. At penetrations of fire rated walls, partitions, ceiling, or floor construction, completely seal voids

with fire rated material , to full thickness of the penetrated element.
G. Patching:

1. Finish patched surfaces to match finish that existed prior to patching.  On continuous
surfaces, refinish to nearest intersection or natural break.  For an assembly, refinish entire
unit.

2. Match color, texture, and appearance.
3. Repair patched surfaces that are damaged, lifted, discolored, or showing other

imperfections due to patching work. If defects are due to condition of substrate, repair
substrate prior to repairing finish.

3.08 PROGRESS CLEANING
A. Maintain areas free of waste materials, debris, and rubbish.  Maintain site in a clean and orderly

condition.
B. Remove debris and rubbish from pipe chases, plenums, attics, crawl spaces, and other closed

or remote spaces, prior to enclosing the space.
C. Collect and remove waste materials, debris, and trash/rubbish from site daily and dispose

off-site; do not burn or bury.
3.09 PROTECTION OF INSTALLED WORK

A. Protect installed work from damage by construction operations.
B. Provide special protection where specified in individual specification sections.
C. Provide temporary and removable protection for installed products. Control activity in immediate

work area to prevent damage.
D. Protect finished floors, stairs, and other surfaces from traffic, dirt, wear, damage, or movement

of heavy objects, by protecting with durable sheet materials.
E. Prohibit traffic or storage upon waterproofed or roofed surfaces.  If traffic or activity is

necessary, obtain recommendations for protection from waterproofing or roofing material
manufacturer.

F. Remove protective coverings when no longer needed; reuse or recycle coverings if possible.
3.10 CLOSEOUT PROCEDURES

A. Make submittals that are required by governing or other authorities.
1. Provide copies to Architect.
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B. Accompany Construction Manager on preliminary inspection to determine items to be listed for
completion or correction in the Contractor's Correction Punch List for Contractor's Notice of
Substantial Completion.

C. Notify Architect when work is considered ready for Architect's Substantial Completion
inspection.

D. Submit written certification containing Contractor's Correction Punch List, that Contract
Documents have been reviewed, work has been inspected, and that work is complete in
accordance with Contract Documents and ready for Architect's Substantial Completion
inspection.

E. Conduct Substantial Completion inspection and create Final Correction Punch List containing
Architect's and Contractor's comprehensive list of items identified to be completed or corrected
and submit to Architect.

F. Correct items of work listed in Final Correction Punch List and comply with requirements for
access to Owner-occupied areas.

G. Notify Architect when work is considered finally complete and ready for Architect's Substantial
Completion final inspection.

H. Complete items of work determined by Architect listed in executed Certificate of Substantial
Completion.

END OF SECTION 017000
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SECTION 017800 - CLOSEOUT SUBMITTALS
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Project record documents.
B. Operation and maintenance data.
C. Materials transparency manual.
D. Warranties and bonds.

1.02 RELATED REQUIREMENTS
A. Section - General Conditions and performance bond and labor and material payment bonds,

warranty, and correction of work.
B. Section 013000 - Administrative Requirements:  Submittals procedures, shop drawings, product

data, and samples.
C. Section 017000 - Execution and Closeout Requirements:  Contract closeout procedures.
D. Individual Product Sections:  Specific requirements for operation and maintenance data.
E. Individual Product Sections:  Warranties required for specific products or Work.

1.03 SUBMITTALS
A. Project Record Documents:  Submit documents to Architect with claim for final Application for

Payment.
B. Warranties and Bonds:

1. Make other submittals within 10 days after Date of Substantial Completion, prior to final
Application for Payment.

2. For items of Work for which acceptance is delayed beyond Date of Substantial
Completion, submit within 10 days after acceptance, listing the date of acceptance as the
beginning of the warranty period.

PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION
3.01 PROJECT RECORD DOCUMENTS

A. Maintain on site one set of the following record documents; record actual revisions to the Work:
1. Drawings.
2. Specifications.

B. Ensure entries are complete and accurate, enabling future reference by Owner.
C. Store record documents separate from documents used for construction.
D. Record information concurrent with construction progress.
E. Specifications:  Legibly mark and record at each product section description of actual products

installed, including the following:
1. Manufacturer's name and product model and number.
2. Product substitutions or alternates utilized.
3. Changes made by Addenda and modifications.

F. Record Drawings and Shop Drawings:  Legibly mark each item to record actual construction
including:
1. Measured depths of foundations in relation to finish first floor datum.
2. Measured horizontal and vertical locations of underground utilities and appurtenances,

referenced to permanent surface improvements.
3. Measured locations of internal utilities and appurtenances concealed in construction,

referenced to visible and accessible features of the Work.
4. Field changes of dimension and detail.
5. Details not on original Contract drawings.
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3.02 OPERATION AND MAINTENANCE DATA FOR MATERIALS AND FINISHES
A. For Each Product, Applied Material, and Finish:

1. Product data, with catalog number, size, composition, and color and texture designations.
2. Information for re-ordering custom manufactured products.

B. Instructions for Care and Maintenance:  Manufacturer's recommendations for cleaning agents
and methods, precautions against detrimental cleaning agents and methods, and
recommended schedule for cleaning and maintenance.

C. Moisture protection and weather-exposed products:  Include product data listing applicable
reference standards, chemical composition, and details of installation.  Provide
recommendations for inspections, maintenance, and repair.

D. Additional information as specified in individual product specification sections.
E. Where additional instructions are required, beyond the manufacturer's standard printed

instructions, have instructions prepared by personnel experienced in the operation and
maintenance of the specific products.

3.03 ASSEMBLY OF  OPERATION AND MAINTENANCE MANUALS
A. Assemble operation and maintenance data into durable manuals for Owner's personnel use,

with data arranged in the same sequence as, and identified by, the specification sections.
B. Binders:  Commercial quality, 8-1/2 by 11 inch (216 by 280 mm) three D side ring binders with

durable plastic covers; 2 inch (50 mm) maximum ring size.  When multiple binders are used,
correlate data into related consistent groupings.

C. Cover:  Identify each binder with typed or printed title OPERATION AND MAINTENANCE
INSTRUCTIONS; identify title of Project; identify subject matter of contents.

D. Project Directory:  Title and address of Project; names, addresses, and telephone numbers of
ArchitectContractor and subcontractors, with names of responsible parties.

3.04 WARRANTIES AND BONDS
A. Obtain warranties and bonds, executed in duplicate by responsible Subcontractors, suppliers,

and manufacturers, within 10 days after completion of the applicable item of work.  Except for
items put into use with Owner's permission, leave date of beginning of time of warranty until
Date of Substantial completion is determined.

B. Verify that documents are in proper form, contain full information, and are notarized.
C. Retain warranties and bonds until time specified for submittal.

END OF SECTION 017800
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SECTION 024100 - DEMOLITION
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Selective demolition of building elements for alteration purposes.
1.02 RELATED REQUIREMENTS

A. Section 011000 - Summary:  Limitations on Contractor's use of site and premises.
B. Section 011000 - Summary:  Sequencing and staging requirements.
C. Section 011000 - Summary:  Description of items to be salvaged or removed for re-use by

Contractor.
D. Section 015000 - Temporary Facilities and Controls:  Site fences, security, protective barriers,

and waste removal.
E. Section 016000 - Product Requirements:  Handling and storage of items removed for salvage

and relocation.
F. Section 017000 - Execution and Closeout Requirements:  Project conditions; protection of

bench marks, survey control points, and existing construction to remain; reinstallation of
removed products; temporary bracing and shoring.

G. Section 070150.19 - Preparation for Re-Roofing:  Removal of existing roofing, roof insulation,
flashing, trim, and accessories.

1.03 REFERENCE STANDARDS
A. 29 CFR 1926 - U.S. Occupational Safety and Health Standards; current edition.
B. NFPA 241 - Standard for Safeguarding Construction, Alteration, and Demolition Operations;

2019.
PART 3  EXECUTION
2.01 SCOPE

A. Remove other items indicated, for salvage, relocation, recycling, and re-installation.
2.02 GENERAL PROCEDURES AND PROJECT CONDITIONS

A. Comply with applicable codes and regulations for demolition operations and safety of adjacent
structures and the public.
1. Obtain required permits.
2. Comply with applicable requirements of NFPA 241.
3. Conduct operations to minimize effects on and interference with adjacent structures and

occupants.
B. Do not begin removal until receipt of notification to proceed from Owner.
C. Do not begin removal until built elements to be salvaged or relocated have been removed.
D. If hazardous materials are discovered during removal operations, stop work and notify Architect

and Owner; hazardous materials include regulated asbestos containing materials, lead, PCB's,
and mercury.

E. Hazardous Materials:  Comply with 29 CFR 1926 and state and local regulations.
2.03 SELECTIVE DEMOLITION FOR ALTERATIONS

A. Drawings showing existing construction are based on casual field observation only.
1. Verify that construction and utility arrangements are as indicated.
2. Report discrepancies to Architect before disturbing existing installation.
3. Beginning of demolition work constitutes acceptance of existing conditions that would be

apparent upon examination prior to starting demolition.
B. Maintain weatherproof exterior building enclosure except for interruptions required for

replacement or modifications; take care to prevent water and humidity damage.
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C. Remove existing work as indicated and as required to accomplish new work.
1. Remove rotted wood, corroded metals, and deteriorated masonry and concrete; replace

with new construction specified.
2. Remove items indicated on drawings.

D. Services (Including but not limited to HVAC, Plumbing, Fire Protection, Electrical, and
Telecommunications):  Remove existing systems and equipment as indicated.
1. Maintain existing active systems that are to remain in operation; maintain access to

equipment and operational components.
2. See Section 011000 for other limitations on outages and required notifications.

E. Protect existing work to remain.
1. Prevent movement of structure; provide shoring and bracing if necessary.
2. Perform cutting to accomplish removals neatly and as specified for cutting new work.
3. Repair adjacent construction and finishes damaged during removal work.
4. Patch as specified for patching new work.

2.04 DEBRIS AND WASTE REMOVAL
A. Remove debris, junk, and trash from site.
B. Remove from site all materials not to be reused on site; do not burn or bury.
C. Leave site in clean condition, ready for subsequent work.
D. Clean up spillage and wind-blown debris from public and private lands.

END OF SECTION 024100
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SECTION 061053 - MISCELLANEOUS ROUGH CARPENTRY
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Roofing nailers.
B. Preservative treated wood materials.
C. Concealed wood blocking, nailers, and supports.
D. Structural sheathing.

1.02 RELATED REQUIREMENTS
A. Section 016116 - Volatile Organic Compound (VOC) Content Restrictions.
B. Section 076200 - Sheet Metal Flashing and Trim:  Sill flashings.

1.03 REFERENCE STANDARDS
A. ASTM A153/A153M - Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel

Hardware; 2016a.
B. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or

Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2020.
C. ASTM C557 - Standard Specification for Adhesives for Fastening Gypsum Wallboard to Wood

Framing; 2003 (Reapproved 2017).
D. ASTM D2898 - Standard Test Methods for Accelerated Weathering of Fire-Retardant-Treated

Wood for Fire Testing; 2010 (Reapproved 2017).
E. ASTM D3498 - Standard Specification for Adhesives for Field-Gluing Wood Structural Panels

(Plywood or Oriented Strand Board) to Wood Based Floor System Framing; 2019a.
F. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;

2021.
G. AWPA U1 - Use Category System: User Specification for Treated Wood; 2018.
H. PS 1 - Structural Plywood; 2009 (Revised 2019).
I. PS 20 - American Softwood Lumber Standard; 2020.
J. RIS (GR) - Standard Specifications for Grades of California Redwood Lumber; 2019.
K. SPIB (GR) - Grading Rules; 2014.
L. WCLIB (GR) - Standard Grading Rules for West Coast Lumber No. 17; 2018.
M. WWPA G-5 - Western Lumber Grading Rules; 2017.

1.04 DELIVERY, STORAGE, AND HANDLING
A. General: Cover wood products to protect against moisture. Support stacked products to prevent

deformation and to allow air circulation.
B. Fire Retardant Treated Wood: Prevent exposure to precipitation during shipping, storage, and

installation.
1.05 WARRANTY

A. See Section 017800 - Closeout Submittals for additional warranty requirements.
PART 2  PRODUCTS
2.01 GENERAL REQUIREMENTS

A. Dimension Lumber:  Comply with PS 20 and requirements of specified grading agencies.
1. Species:  Douglas Fir-Larch, unless otherwise indicated.
2. If no species is specified, provide species graded by the agency specified; if no grading

agency is specified, provide lumber graded by grading agency meeting the specified
requirements.
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3. Grading Agency:  Grading agency whose rules are approved by the Board of Review,
American Lumber Standard Committee (www.alsc.org) and who provides grading service
for the species and grade specified; provide lumber stamped with grade mark unless
otherwise indicated.

4. Lumber of other species or grades is acceptable provided structural and appearance
characteristics are equivalent to or better than products specified.

2.02 DIMENSION LUMBER FOR CONCEALED APPLICATIONS
A. Grading Agency:  Southern Pine Inspection Bureau, Inc; SPIB (GR).
B. Grading Agency:  Redwood Inspection Service; RIS (GR).
C. Grading Agency:  West Coast Lumber Inspection Bureau; WCLIB (GR).
D. Grading Agency:  Western Wood Products Association; WWPA G-5.
E. Sizes:  Nominal sizes as indicated on drawings, S4S.
F. Miscellaneous Framing, Blocking, Nailers, Grounds, and Furring:

1. Lumber:  S4S, No.2 or Standard Grade.
2. Boards:  Standard or No.3.

2.03 CONSTRUCTION PANELS
A. Other Applications:

1. Plywood Concealed From View But Located Within Exterior Enclosure:  PS 1, C-C
Plugged or better, Exterior grade.

2. Other Locations:  PS 1, C-D Plugged or better.
2.04 ACCESSORIES

A. Fasteners and Anchors:
1. Metal and Finish:  Hot-dipped galvanized steel complying with ASTM A153/A153M for high

humidity and preservative-treated wood locations, unfinished steel elsewhere.
B. Construction Adhesives:  Adhesives complying with ASTM C557 or ASTM D3498.

2.05 FACTORY WOOD TREATMENT
A. Treated Lumber and Plywood:  Comply with requirements of AWPA U1 - Use Category System

for wood treatments determined by use categories, expected service conditions, and specific
applications.
1. Preservative-Treated Wood:  Provide lumber and plywood marked or stamped by an

ALSC-accredited testing agency, certifying level and type of treatment in accordance with
AWPA standards.

B. Preservative Treatment:
1. Preservative Pressure Treatment of Lumber Above Grade:  AWPA U1, Use Category

UC3B, Commodity Specification A using waterborne preservative to 0.10 lb/cu ft retention (
to 1.6 kg/cu m retention).
a. Kiln dry lumber after treatment to maximum moisture content of 18 percent.
b. Treat lumber exposed to weather.
c. Treat lumber in contact with roofing, flashing, or waterproofing.
d. Treat lumber in other locations as indicated.

PART 3  EXECUTION
3.01 PREPARATION

A. Coordinate installation of rough carpentry members specified in other sections.
3.02 INSTALLATION - GENERAL

A. Select material sizes to minimize waste.
3.03 ROOF-RELATED CARPENTRY

A. Coordinate installation of roofing carpentry with deck construction, framing of roof openings, and
roofing assembly installation.
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3.04 CLEANING
A. Waste Disposal:  See Section 017419 - Construction Waste Management and Disposal.

1. Comply with applicable regulations.
2. Do not burn scrap on project site.
3. Do not burn scraps that have been pressure treated.

B. Do not leave wood, shavings, sawdust, etc. on the ground or buried in fill.
END OF SECTION 061053
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SECTION 070150.19 - PREPARATION FOR RE-ROOFING
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Replacement of existing roofing system in preparation for entire new roofing system.
B. Partial replacement of existing roofing system in preparation for replacement roofing system in

designated areas as indicated on drawings.
C. Removal of existing flashing and counterflashings.
D. Temporary roofing protection.

1.02 RELATED REQUIREMENTS
A. Section 075400 - Thermoplastic Membrane Roofing.
B. Section 07 - 3113:  Asphalt shingles.
C. Section 076200 - Sheet Metal Flashing and Trim:  Replacement of flashing and

counterflashings.
1.03 PRICE AND PAYMENT PROCEDURES

A. See Section 012200 - Unit Prices, for additional unit price requirements.
1. Provide the following work using the unit price method.
2. Repair Existing Roof Wood Decking:

a. Basis of Measurement:  By square foot.
b. Basis of Payment:  Includes replacing decking with new material of same thickness.

1.04 REFERENCE STANDARDS
A. ASTM C177 - Standard Test Method for Steady-State Heat Flux Measurements and Thermal

Transmission Properties by Means of the Guarded-Hot-Plate Apparatus; 2019.
B. ASTM C208 - Standard Specification for Cellulosic Fiber Insulating Board; 2012, with Editorial

Revision (2019).
C. ASTM C578 - Standard Specification for Rigid, Cellular Polystyrene Thermal Insulation; 2019.
D. ASTM C728 - Standard Specification for Perlite Thermal Insulation Board; 2017a.
E. ASTM C1153 - Standard Practice for Location of Wet Insulation in Roofing Systems Using

Infrared Imaging; 2010 (Reapproved 2015).
F. ASTM C1177/C1177M - Standard Specification for Glass Mat Gypsum Substrate for Use as

Sheathing; 2017.
G. ASTM C1278/C1278M - Standard Specification for Fiber-Reinforced Gypsum Panel; 2017.
H. ASTM D2178/D2178M - Standard Specification for Asphalt Glass Felt Used in Roofing and

Waterproofing; 2015a.
I. ASTM D312/D312M - Standard Specification for Asphalt Used in Roofing; 2016a.
J. ASTM D41/D41M - Standard Specification for Asphalt Primer Used in Roofing, Dampproofing,

and Waterproofing; 2011 (Reapproved 2016).
K. ASTM D4601/D4601M - Standard Specification for Asphalt-Coated Glass Fiber Base Sheet

Used in Roofing; 2004 (Reapproved 2020).
L. PS 1 - Structural Plywood; 2009 (Revised 2019).
M. PS 2 - Performance Standard for Wood-Based Structural-Use Panels; 2010.

1.05 ADMINISTRATIVE REQUIREMENTS
A. Coordinate with affected mechanical and electrical work associated with roof penetrations.
B. Preinstallation Meeting: Convene before starting work of this section.

1. Attendees:
a. Architect.
b. Contractor.
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c. Owner.
d. Installer.

2. Meeting Agenda:  Provide agenda to participants prior to meeting in preparation for
discussions on the following:
a. Removal and installation schedule.
b. Necessary preparatory work.
c. Protection before, during, and after roofing system installation.
d. Removal of existing roofing system.
e. Installation of new roofing system.
f. Temporary roofing and daily terminations.
g. Transitions and connection to and with other work.
h. Inspections and testing of installed systems.

C. Schedule work to coincide with commencement of installation of new roofing system.
1.06 DELIVERY, STORAGE, AND HANDLING

A. Ensure storage and staging of materials does not exceed static and dynamic load-bearing
capacities of roof decking.

1.07 FIELD CONDITIONS
A. Existing Roofing System:  single-ply roofing.
B. Do not remove existing roofing membrane when weather conditions threaten the integrity of

building contents or intended continued occupancy.
C. Maintain continuous temporary protection prior to and during installation of new roofing system.
D. Provide notice at least three days before starting activities that will affect normal building

operations.
E. Throughout the execution of the Work, the current occupants will use the building as their main

place of residences for any extended periods of time that would exceed 8 hours during the
course of any single workday and no more than once per resident during Construction.

F. Owner will occupy building areas directly below re-roofing area.
1. Provide Owner with at least 48 hours written notice of roofing activities that may affect their

operations and to allow them to prepare for upcoming activities as necessary.
2. Maintain access of Owner's personnel to corridors, existing walkways, and adjacent

buildings.
1.08 WARRANTY

A. See Section 017800 - Closeout Submittals, for additional warranty requirements.
PART 2  PRODUCTS
2.01 COMPONENTS

A. Refer to following sections for additional information on components relating to this work:
1. Replacement and removal of existing roofing system in preparation for entire new roofing

system, see Section 075400.
2. Remove existing flashing and counterflashings in preparation for replacement of these

materials as part of this work, see Section 076200 for material requirements.
2.02 MATERIALS

A. Patching Materials:  Provide necessary materials in accordance with requirements of existing
roofing system.

B. Temporary Roofing Protection Materials:
1. Contractor's responsibility to select appropriate materials for temporary protection of

roofing areas as determined necessary for this work.
2. Plastic Sheeting:  Provide polyethylene sheets; use weights to retain sheeting in position.
3. OSB Sheathing:  Oriented strand board (OSB) wood structural panel; PS 2.

a. Grade:  Sheathing.
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b. Bond Classification:  Exposure 1 OSB.
c. Performance Category:  3/4.
d. Span Rating:  24/16.
e. Edges:  Square.

4. Plywood Sheathing:  PS 1, Grade C-C, Exterior.
2.03 ACCESSORIES

A. Fasteners:  Type and size as required and compatible with existing and new roofing system to
resist local wind uplift.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that existing roof surface has been cleared of materials being removed from existing
roofing system and ready for next phase of work as required.

3.02 PREPARATION
A. Sweep roof surface clean of loose matter.
B. Remove loose refuse and dispose of properly off-site.

3.03 MATERIAL REMOVAL
A. Remove only existing roofing materials that can be replaced with new materials the same day.

3.04 INSTALLATION
A. Coordinate scope of this work with requirements for installation of new roofing system, see

Section 075400 for additional requirements.
3.05 PROTECTION

A. Provide protection of existing roofing system that is not having work performed on it.
B. Provide temporary protective sheeting over uncovered deck surfaces.
C. Turn sheeting up and over parapets and curbing.  Retain sheeting in position with weights.
D. Provide for surface drainage from sheeting to existing drainage facilities.
E. Do not permit traffic over unprotected or repaired deck surface.

END OF SECTION 070150.19
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SECTION 075400 - THERMOPLASTIC MEMBRANE ROOFING
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Mechanically attached system with thermoplastic roofing membrane.
B. Insulation, flat and tapered.
C. Deck sheathing.
D. Flashings.

1.02 RELATED REQUIREMENTS
A. Section 061000 - Rough Carpentry:  Wood nailers and curbs.
B. Section 070150.19 - Preparation for Re-Roofing.
C. Section 076200 - Sheet Metal Flashing and Trim:  Counterflashings and reglets.

1.03 REFERENCE STANDARDS
A. ASCE 7 - Minimum Design Loads and Associated Criteria for Buildings and Other Structures;

Most Recent Edition Cited by Referring Code or Reference Standard.
B. ASTM C177 - Standard Test Method for Steady-State Heat Flux Measurements and Thermal

Transmission Properties by Means of the Guarded-Hot-Plate Apparatus; 2019.
C. ASTM C208 - Standard Specification for Cellulosic Fiber Insulating Board; 2012, with Editorial

Revision (2019).
D. ASTM C552 - Standard Specification for Cellular Glass Thermal Insulation; 2021.
E. ASTM C518 - Standard Test Method for Steady-State Thermal Transmission Properties by

Means of the Heat Flow Meter Apparatus; 2017.
F. ASTM C578 - Standard Specification for Rigid, Cellular Polystyrene Thermal Insulation; 2019.
G. ASTM C726 - Standard Specification for Mineral Wool Roof Insulation Board; 2017.
H. ASTM C728 - Standard Specification for Perlite Thermal Insulation Board; 2017a.
I. ASTM C1177/C1177M - Standard Specification for Glass Mat Gypsum Substrate for Use as

Sheathing; 2017.
J. ASTM C1278/C1278M - Standard Specification for Fiber-Reinforced Gypsum Panel; 2017.
K. ASTM C1289 - Standard Specification for Faced Rigid Cellular Polyisocyanurate Thermal

Insulation Board; 2020.
L. ASTM C1325 - Standard Specification for Fiber-Mat Reinforced Cementitious Backer Units;

2019.
M. ASTM C1396/C1396M - Standard Specification for Gypsum Board; 2017.
N. ASTM C1484 - Standard Specification for Vacuum Insulation Panels; 2010 (Reapproved 2018).
O. ASTM D448 - Standard Classification for Sizes of Aggregate for Road and Bridge Construction;

2012 (Reapproved 2017).
P. ASTM D1929 - Standard Test Method for Determining Ignition Temperature of Plastics; 2020.
Q. ASTM D2240 - Standard Test Method for Rubber Property--Durometer Hardness; 2015, with

Editorial Revision (2017).
R. ASTM D4263 - Standard Test Method for Indicating Moisture in Concrete by the Plastic Sheet

Method; 1983 (Reapproved 2018).
S. ASTM D4434/D4434M - Standard Specification for Poly(Vinyl Chloride) Sheet Roofing; 2021.
T. ASTM D6083/D6083M - Standard Specification for Liquid-Applied Acrylic Coating Used in

Roofing; 2021.
U. ASTM D6754/D6754M - Standard Specification for Ketone Ethylene Ester Based Sheet

Roofing; 2015.
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V. ASTM D6878/D6878M - Standard Specification for Thermoplastic Polyolefin Based Sheet
Roofing; 2019.

W. ASTM D7877 - Standard Guide for Electronic Methods for Detecting and Locating Leaks in
Waterproof Membranes; 2014.

X. ASTM D8231 - Standard Practice for the Use of a Low Voltage Electronic Scanning System for
Detecting and Locating Breaches in Roofing and Waterproofing Membranes; 2019.

Y. ASTM E84 - Standard Test Method for Surface Burning Characteristics of Building Materials;
2021.

Z. ASTM E96/E96M - Standard Test Methods for Water Vapor Transmission of Materials; 2016.
AA. ASTM E303 - Standard Test Method for Measuring Surface Frictional Properties Using the

British Pendulum Tester; 1993 (Reapproved 2013).
AB. ASTM E1980 - Standard Practice for Calculating Solar Reflectance Index of Horizontal and

Low-Sloped Opaque Surfaces; 2011 (Reapproved 2019).
AC. ASTM F2170 - Standard Test Method for Determining Relative Humidity in Concrete Floor

Slabs Using in situ Probes; 2019a.
AD. FM (AG) - FM Approval Guide; current edition.
AE. FM DS 1-28 - Wind Design; 2016.
AF. ITS (DIR) - Directory of Listed Products; current edition.
AG. NFPA 285 - Standard Fire Test Method for Evaluation of Fire Propagation Characteristics of

Exterior Non-Load-Bearing Wall Assemblies Containing Combustible Components; 2019.
AH. NRCA (RM) - The NRCA Roofing Manual; 2019.
AI. NRCA (WM) - The NRCA Waterproofing Manual; 2005.
AJ. SPRI RP-4 - Wind Design Standard for Ballasted Single-Ply Roofing Systems; 2013.
AK. UL (DIR) - Online Certifications Directory; Current Edition.
AL. UL (FRD) - Fire Resistance Directory; Current Edition.

1.04 SUBMITTALS
A. See Section 013000 - Administrative Requirements for submittal procedures.
B. Product Data:  Provide data indicating membrane materials, flashing materials, insulation, vapor

retarder, surfacing, and fasteners.
C. Samples for Verification:  Submit one sample 4 by 4 inches (100 by 100 mm) in size.
D. Warranty Documentation:

1. Submit manufacturer warranty and ensure that forms have been completed in Owner's
name and registered with manufacturer.

2. Submit installer's certification that installation complies with warranty conditions for
waterproof membrane.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this

section with minimum three years of documented experience.
1.06 DELIVERY, STORAGE, AND HANDLING

A. Deliver materials in manufacturer's original containers, dry and undamaged, with seals and
labels intact.

B. Store materials in weather protected environment, clear of ground and moisture.
C. Ensure storage and staging of materials does not exceed static and dynamic load-bearing

capacities of roof decking.
D. Protect foam insulation from direct exposure to sunlight.
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1.07 FIELD CONDITIONS
A. Do not apply roofing membrane during unsuitable weather.
B. Do not apply roofing membrane when ambient temperatureis below. 40 degrees.
C. Do not apply roofing membrane to damp or frozen deck surface or when precipitation is

expected or occurring.
D. Do not expose materials vulnerable to water or sun damage in quantities greater than can be

weatherproofed the same day.
E. Schedule applications so that no partially completed sections of roof are left exposed at end of

workday.
1.08 WARRANTY

A. See Section 017800 - Closeout Submittals for additional warranty requirements.
B. Material Warranty:  Provide membrane manufacturer's warranty agreeing to replace material

that shows manufacturing defects within 20 years after installation.
C. System Warranty:  Provide manufacturer's system warranty agreeing to repair or replace roofing

that leaks or is damaged due to wind or other natural causes.
1. Warranty Term:  20 years.
2. For repair and replacement include costs of both material and labor in warranty.
3. Exceptions are not Permitted:

a. Damage due to roof traffic.
b. Damage due to wind speed greater than 56 miles per hour (90 km/h) but less than 90

miles per hour (145 km/h).
PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Thermoplastic Polyolefin (TPO) Membrane Roofing Materials:
1. Carlisle Roofing Systems, Inc; Sure-Weld TPO:  www.carlisle-syntec.com/#sle.
2. Firestone Building Products, LLC:  www.firestonebpco.com/#sle.
3. GAF; EverGuard TPO 60 mil:  www.gaf.com/#sle.
4. GenFlex Roofing Systems, LLC:  www.genflex.com/#sle.
5. Versico Roofing Systems; VersiFleece RL TPO RapidLock Membrane: 

www.versico.com/#sle.
6. Substitutions:  See Section 016000 - Product Requirements.

B. Insulation:
1. BASF Corporation; BASF Neopor GPS:  www.neopor.basf.us/#sle.
2. Carlisle SynTec; SecurShield Insulation:  www.carlisle-syntec.com/#sle.
3. DuPont de Nemours, Inc:  building.dupont.com/#sle.
4. GAF:  www.gaf.com/#sle.
5. Owens Corning Corporation:  www.ocbuildingspec.com/#sle.
6. Versico Roofing Systems; SecurShield Insulation:  www.versico.com/#sle.
7. Substitutions:  See Section 016000 - Product Requirements.

2.02 ROOFING - UNBALLASTED APPLICATIONS
A. Thermoplastic Membrane Roofing:  One ply membrane, mechanically fastened, over insulation.
B. Roofing Assembly Requirements:

1. Solar Reflectance Index (SRI):  Minimum of 64 based on three-year aged value; if
three-year aged data is not available, minimum of 82 initial value.
a. Calculate SRI in accordance with ASTM E1980.

C. Acceptable Insulation Types - Tapered Application:  Any type that meets requirements and is
approved by membrane manufacturer for application.
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2.03 MEMBRANE ROOFING AND ASSOCIATED MATERIALS
A. Membrane Roofing Materials:

1. TPO:  Thermoplastic polyolefin (TPO) complying with ASTM D6878/D6878M, sheet
contains reinforcing fabrics or scrims.
a. Thickness:  60 mil, 0.060 inch (1.5 mm), minimum.

2. Sheet Width:  
a. Adhered Application:  Limit width to 120 inches (3,048 mm), maximum, when ambient

temperatures are less than 40 degrees F (4.4 degress C) for extended period of time
during installation.

3. Color:  White.
B. Seaming Materials:  As recommended by membrane manufacturer.
C. Membrane Fasteners:  As recommended and approved by membrane manufacturer.

1. Membrane-surfaced washers and screws.
D. Flexible Flashing Material:  Material recommended by membrane manufacturer.

2.04 INSULATION
A. Polyisocyanurate (ISO) Board Insulation:  Rigid cellular foam, complying with ASTM C1289.

1. Classifications:
a. Type II:

1) Class 2 - Faced with uncoated polymer-bonded glass fiber mat facers on both
major surfaces of core foam.

2) Compressive Strength:  Classes 1-2-3, Grade 2, 20 psi (138 kPa), minimum.
3) Thermal Resistance, R-value (RSI-value):  At 1-1/2 inches (38 mm) thick;

Grades 1-2-3, 8.4 (1.48) at 75 degrees F (24 degrees C).
2. Board Size:  48 by 96 inches (1,220 by 2,440 mm).
3. Tapered Board: Slope as indicated, minimum thickness, fabricate of fewest layers

possible.
4. Board Edges:  Square.
5. Products:

a. DuPont de Nemours, Inc:  building.dupont.com/#sle.
b. GAF; EnergyGuard Polyiso Insulation:  www.gaf.com/#sle.
c. Versico Roofing Systems; SecurShield Insulation:  www.versico.com/#sle.
d. Substitutions:  See Section 016000 - Product Requirements.

2.05 ACCESSORIES
A. Insulation Joint Tape:  Glass fiber reinforced type as recommended by insulation manufacturer,

compatible with roofing materials; 6 inches (152 mm) wide; self adhering.
B. Insulation Fasteners:  Appropriate for purpose intended and approved by roofing manufacturer.

1. Length as required for thickness of insulation material and penetration of deck substrate,
with metal washers.

C. Insulation Adhesive:  As recommended by insulation manufacturer.
D. Sealants:  As recommended by membrane manufacturer.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that surfaces and site conditions are ready to receive work.
B. Verify deck is supported and secure.
C. Verify deck is clean and smooth, flat, free of depressions, waves, or projections, properly sloped

and suitable for installation of roof system.
D. Verify deck surfaces are dry and free of snow or ice.
E. Verify that roof openings, curbs, and penetrations through roof are solidly set.
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3.02 PREPARATION - WOOD DECK
A. Verify flatness and tightness of joints of wood decking, and fill knot holes with latex filler.
B. Confirm dry deck by moisture meter with 12 percent moisture maximum.

3.03 INSTALLATION, GENERAL
A. Perform work in accordance with manufacturer's instructions, NRCA (RM), and NRCA (WM)

applicable requirements.
B. Do not apply roofing membrane during cold or wet weather conditions.
C. Do not apply roofing membrane when ambient temperature is outside the temperature range

recommended by manufacturer.
D. Do not apply roofing membrane to damp or frozen deck surface or when precipitation is

expected or occurring.
E. Do not expose materials vulnerable to water or sun damage in quantities greater than can be

weatherproofed the same day.
F. Coordinate this work with installation of associated counterflashings installed by other sections

as the work of this section proceeds.
3.04 INSTALLATION - INSULATION, UNDER MEMBRANE

A. Attachment of Insulation:
1. Mechanically fasten insulation to deck in accordance with roofing manufacturer's

instructions and FM DS 1-28 Factory Mutual requirements.
B. Attachment of Insulation:  Mechanically fasten insulation to deck in accordance with roofing

manufacturer's instructions and FM (AG) Factory Mutual requirements.
C. Lay subsequent layers of insulation with joints staggered minimum 6 inches (152 mm) from

joints of preceding layer.
D. Place tapered insulation to the required slope pattern in accordance with manufacturer's

instructions.
E. Lay boards with edges in moderate contact without forcing.  Cut insulation to fit neatly to

perimeter blocking and around penetrations through roof.
F. Tape joints of insulation in accordance with roofing and insulation manufacturers' instructions.
G. Do not install more insulation than can be covered with membrane in same day.

3.05 INSTALLATION - MEMBRANE
A. Roll out membrane, free from wrinkles or tears. Place sheet into place without stretching.
B. Shingle joints on sloped substrate in direction of drainage.
C. Mechanical Attachment:  Install membrane and mechanical attachment devices in accordance

with manufacturer's instructions.
D. At intersections with vertical surfaces:

1. Extend membrane over cant strips and up a minimum of 6 inches (154 mm) onto vertical
surfaces.

E. Around roof penetrations, seal flanges and flashings with flexible flashing.
3.06 FIELD QUALITY CONTROL

A. Provide periodic on-site attendance of roofing and insulation manufacturer's representative
during installation of this work.

3.07 PROTECTION
A. Protect installed roofing and flashings from construction operations.
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B. Where traffic must continue over finished roof membrane, protect surfaces using durable
materials.

END OF SECTION 075400
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SECTION 076200 - SHEET METAL FLASHING AND TRIM
PART 1  GENERAL
1.01 SECTION INCLUDES

A. Fabricated sheet metal items, including flashings, conductor heads and other items indicated in
drawings.

B. Sealants for joints within sheet metal fabrications.
1.02 RELATED REQUIREMENTS

A. Section 061000 - Rough Carpentry:  Wood nailers for sheet metal work.
1.03 REFERENCE STANDARDS

A. AAMA 611 - Voluntary Specification for Anodized Architectural Aluminum; 2014 (2015 Errata).
B. AAMA 2603 - Voluntary Specification, Performance Requirements and Test Procedures for

Pigmented Organic Coatings on Aluminum Extrusions and Panels (with Coil Coating Appendix);
2017a.

C. AAMA 2604 - Voluntary Specification, Performance Requirements and Test Procedures for
High Performance Organic Coatings on Aluminum Extrusions and Panels (with Coil Coating
Appendix); 2017a.

D. AAMA 2605 - Voluntary Specification, Performance Requirements and Test Procedures for
Superior Performing Organic Coatings on Aluminum Extrusions and Panels (with Coil Coating
Appendix); 2017a.

E. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or
Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2020.

F. ASTM A666 - Standard Specification for Annealed or Cold-Worked Austenitic Stainless Steel
Sheet, Strip, Plate, and Flat Bar; 2015.

G. ASTM B32 - Standard Specification for Solder Metal; 2020.
H. ASTM B101 - Standard Specification for Lead-Coated Copper Sheet and Strip for Building

Construction; 2012 (Reapproved 2019).
I. ASTM B209 - Standard Specification for Aluminum and Aluminum-Alloy Sheet and Plate; 2014.
J. ASTM B209M - Standard Specification for Aluminum and Aluminum-Alloy Sheet and Plate

(Metric); 2014.
K. ASTM B370 - Standard Specification for Copper Sheet and Strip for Building Construction; 2012

(Reapproved 2019).
L. ASTM B749 - Standard Specification for Lead and Lead Alloy Strip, Sheet, and Plate Products;

2020.
M. ASTM C920 - Standard Specification for Elastomeric Joint Sealants; 2018.
N. ASTM D226/D226M - Standard Specification for Asphalt-Saturated Organic Felt Used in

Roofing and Waterproofing; 2017.
O. ASTM D2178/D2178M - Standard Specification for Asphalt Glass Felt Used in Roofing and

Waterproofing; 2015a.
P. ASTM D4479/D4479M - Standard Specification for Asphalt Roof Coatings - Asbestos-Free;

2007 (Reapproved 2018).
Q. ASTM D4586/D4586M - Standard Specification for Asphalt Roof Cement, Asbestos-Free; 2007

(Reapproved 2018).
R. CDA A4050 - Copper in Architecture - Handbook; current edition.
S. SMACNA (ASMM) - Architectural Sheet Metal Manual; 2012.

1.04 SUBMITTALS
A. See Section 013000 - Administrative Requirements for submittal procedures.
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B. Shop Drawings:  Indicate material profile, jointing pattern, jointing details, fastening methods,
flashings, terminations, and installation details.

1.05 DELIVERY, STORAGE, AND HANDLING
A. Stack material to prevent twisting, bending, and abrasion, and to provide ventilation.  Slope

metal sheets to ensure drainage.
B. Prevent contact with materials that could cause discoloration or staining.

PART 2  PRODUCTS
2.01 SHEET MATERIALS

A. Galvanized Steel:   ASTM A653/A653M, with G90/Z275 zinc coating; minimum 24 gauge,
(0.0239 inch) (0.61 mm) thick base metal.

B. Pre-Finished Galvanized Steel:  ASTM A653/A653M, with G90/Z275 zinc coating; minimum 24
gauge, (0.0239) inch (0.61 mm) thick base metal, shop pre-coated with PVDF coating.
1. PVDF (Polyvinylidene Fluoride) Coating:  Superior Performance Organic Finish, AAMA

2605; multiple coat, thermally cured fluoropolymer finish system.
2. Color:  As selected by Architect from manufacturer's standard colors.

2.02 FABRICATION
A. Form sections true to shape, accurate in size, square, and free from distortion or defects.
B. Fabricate cleats of same material as sheet.
C. Form pieces in single length sheets.
D. Hem exposed edges on underside 1/2 inch (13 mm); miter and seam corners.
E. Form material with flat lock seams, except where otherwise indicated; at moving joints, use

sealed lapped, bayonet-type or interlocking hooked seams.
F. Fabricate flashings to allow toe to extend 2 inches (50 mm) over roofing gravel.  Return and

brake edges.
2.03 ACCESSORIES

A. Fasteners: Galvanized steel, Same material and finish as flashing metal, with soft neoprene
washers.

B. Underlayment:  Polyethylene, 6 mils (0.15 mm) thick.
C. Concealed Sealants:  Non-curing butyl sealant.
D. Exposed Sealants:  ASTM C920; elastomeric sealant, with minimum movement capability as

recommended by manufacturer for substrates to be sealed; color to match adjacent material.
E. Plastic Cement:  ASTM D4586/D4586M, Type I.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify roof openings, curbs, pipes, sleeves, ducts, and vents through roof are solidly set, reglets
in place, and nailing strips located.

B. Verify roofing termination and base flashings are in place, sealed, and secure.
3.02 PREPARATION

A. Install starter and edge strips, and cleats before starting installation.
B. Install surface mounted reglets true to lines and levels, and seal top of reglets with sealant.

3.03 INSTALLATION
A. Comply with drawing details.

1. SMACNA (ASMM), Standard details for flashings and accessories.
B. Secure flashings in place using concealed fasteners, and use exposed fasteners only where

permitted..

https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45
https://aamanet.org/general.asp?sect=2&id=45


20182.000/06-21 SHEET METAL FLASHING AND
TRIM

076200 - 3

C. Apply plastic cement compound between metal flashings and felt flashings.
D. Fit flashings tight in place; make corners square, surfaces true and straight in planes, and lines

accurate to profiles.
E. Seal metal joints watertight.
F. Secure gutters and downspouts in place with concealed fasteners.
G. Connect downspouts to conductor heads, and seal connection watertight.

END OF SECTION 076200
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